
High-Speed Cablecam – Technical Data Sheet 

Technical Features 

Size: 75*32*16cm 

Weight: 5025g 

Minimum speed: 16mm/s 

Maximum speed: 70km/h 

Supply: Dual 22.2v batteries 

Materials: Aluminium, A2 stainless steel, Delrin 

Carrying capacity working horizontally: 20kg 

Mounting base 

Included in the bottom of the Cablecam, it was developed to install any kind of Gimbal. Here is the 
detail: 



Creativitytech S.L. 
CIF: B71286710 

Calle J 20 polígono industrial de Mutilva Baja
31192 – Valle de Aranguren – Navarra  

Phone: 643 90 51 44 

Declaration of conformity 
 

To whom it may concern,

We, Creativitytech S.L., certify and declare under our responsibility that the following Noxon 
equipment: 

Model: High Speed Cablecam 

Does comply with Radio Equipment Directive (RED) 2014/53/EU . The product should be
marked with CE mark. Is tested to and conforms within essential test suites in the following
standard, which are in force within EEA. 

The conformity is according to: 

Essential Requirement 
Article 3.1a 
Protection requirement for health and safety. 

Test Standard 
EN62311:2008 EN60950-
1:2006+A11:2009+ 
A1:2010+A12:2011+A2:2013 
ETSI EN 301 489-1 V2.1.1(2017-02) Final 
draft ETSI EN 301 489-3 V2.1.1(2017-03) 

Articles 3.1b 
Protection requirements for electromagnetic 
compatibility (EMC). 
Articles 3.2 
Effective use of the radio spectrum. 

ETSI EN 300 220-1 V3.1.1(2017-02) ETSI EN 
300 220-2 V3.1.1(2017-02) 
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